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ABSTRACT 
The effects of stretch temperature, heat-set temperature, and time on the cryogenic 
mechanical properties of PET film were studied by using a two-level factorial experiment. 
Amorphous PET sheet was oriented at either 85' o r  95' C. The levels of heat-set tem­
perature and time investigated were 190' and 210' C and 1 5  and 120 seconds, respectively. 
Film crystallinity was determined by the density-gradient technique. Tensile properties 
were measured in liquid nitrogen and in liquid hydrogen. Biaxial burst properties were 
obtained in liquid nitrogen. The number of flexural cycles to failure in liquid hydrogen 
and room-temperature gas porosities after 2 5  such cycles were also determined. 
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EFFECT OF FILM PROCESSING ON CRYOGENIC PROPERTIES 

OF POLY(ETHYLENE TEREPHTHALATE) 

by Roger E. Eckert and Tito T. Sera f in i  

Lewis Research Center  

SUMMARY 

The effects of stretch temperature, heat-set temperature, and heat-set time on the 
cryogenic mechanical properties of poly(ethy1ene terephthalate) (or PET) film were stud­
ied by using a two-level factorial experiment. Squares of amorphous PET sheet were 
given a simultaneous biaxial 3X stretch in a laboratory film stretcher at either 85' o r  
95' C (358 o r  368 K). The levels of heat-set temperature and time investigated were 
190' and 210' C (463 and 483 K) and 15 and 120 seconds, respectively. 
Crystallinity of the films was determined by the density-gradient technique. Tensile 
properties were measured at  room temperature in liquid nitrogen (-196' C (77 K)) and 
in liquid hydrogen (-253' C (20 K)). Biaxial burst properties were obtained at -196' C 
(77 K). The number of flexural fatigue cycles to  failure at -253' C (20 K) and room-
temperature gas porosity after 25 cycles at -253' C (20 K)were also determined. 
Processing variables significantly affected the stress-strain properties of PET film 
These results and the encouraging values of flexibility indi­at cryogenic temperatures. 
cate possible uses  of specially processed PET films for cryogenic space applications. 
INTRODUCTION 
Filament-wound glass-reinforced plastics offer an attractive solution to the problem 
of providing lightweight, high-strength tanks for the storage of cryogenic propellants. 
Permeation, or leakage, of the cryogen through the tank walls is the major problem 
which has to  be solved before the full potential of these reinforced plastics can be real­
ized. The porosity problem is associated with both the filament reinforcement and the 
resin matrix. 
An obvious solution to the porosity problem is to provide some type of liner within 
the tank to  prevent permeation of the fluid. The liner material should be capable of being 
elastically strained a number of times from zero t o  at least 2. 5 percent and back to zero  
again under biaxial loading conditions (ref. 1). In that study, both metallic and nonmetal­
lic films were investigated as possible liner materials. The use of polymeric films 
would be preferred because not only are they light in weight but they might also serve as 
a means for expelling the fluid from the tank under zero-gravity conditions. If used in 
this manner, the polymeric films must be flexible as well as reversibly extensible. 
The results of an extensive screening program performed by Beech Aircraft (ref. 2) 
showed that, although none of the currently available plastic film materials were suitable 
for use as liners or bladders, poly(ethy1ene terephthalate) (or PET) possesses limited 
cryogenic flexibility. There are a number of approaches to obtaining a satisfactory cryo­
genic polymeric film (e. g., continued screening of commercial materials, the synthesis 
of new or modified polymers (ref. 3), and the study of polymer processing variables). 
Heffelfinger and Schmidt (ref. 4) studied the effect of processing on room-temperature 
properties. 
This investigation was conducted to  determine if variation of processing conditions 
offered leads to significant improvement of cryogenic properties. Comparison with com­
mercial PET was incidental to establishing these leads. 
The effects of stretch temperature, heat-set temperature, and heat-set time on a 
number of properties of PET film were studied by using a two-level factorial experiment. 
Crystallinity of the films was determined by the density-gradient technique at room tem­
perature. Tensile properties were measured at room temperature, in liquid nitrogen 
(-196' C (77 K)), and in liquid hydrogen (-253' C (20 K)). Biaxial burst measurements 
were made at -196' C (77 K). The flexibility at -253' C (20 K) and the room-temperature 
gas porosity of films which had been subjected to a given number of flex cycles at -253' C 
(20 K) were also determined. 
MATERIALS AND PROCEDURE 
The extruded amorphous sheet used in this study was provided by Dr.  C. J. 
Heffelfinger of the E. I. du Pont Co. It was reported to possess no orientation and to 
have a number average molecular weight of 19 500. The sheet had a nominal thickness of 
6 mils (0.015 cm). 
Film Processing 
The factors studied in this investigation were stretch temperature, heat-set temper­
ature, and heat-set time. Two levels of each were selected to  limit the number of exper­
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imental conditions to eight and form a 23 factorial experiment. This design permits in­
dependent estimates of the effects of all factors and their interactions with the use of a 
minimum number of film preparation conditions. The two levels of each factor were se­
lected to  be far enough apart to determine these effects in the presence of random experi­
mental error .  However, the levels should not be so far apart that their range includes 
the level of optimum or minimum response. If these factors affect the response and the 
levels are wisely selected, the results of a two-level factorial experiment will provide 
leads to  further improvement of properties. Optimization of processing variables to  at­
tain specific design properties can follow. 
Stretching temperatures of 85' and 95' C (358 and 368 K) were chosen to be suffi­
ciently above the glass transition temperature of 69' C (342 K) (ref. 5) to stretch the 
amorphous PET without tearing. Heat-set temperatures of 190' and 210' C (463 and 
483 K) were selected to  be in the region which gives the minimum half-time for crystal­
lization (ref. 6). Preliminary work had shown the biaxially stretched film changed little 
in density after 120 seconds at 190' C (463 K). Some heat setting is desirable to  stabilize 
the film. Heat-set times of 15 and 120 seconds were used. Fifteen seconds is nearly the 
minimum time to reproducibly heat treat the film. 
Films were also prepared at the center point of the design (i.e., stretched at 90' C 
(363 K) and set at 200' C (473 K) for 42 seconds (the geometric mean of the two levels of 
set time)). The difference between the.response at this center point and the average for 
all eight conditions offers evidence of curvature of the response surface (which is a func­
tion of three independent variables). However, data at other experimental conditions are 
required to assess which factor is responsible for curvature. 
Four-inch (10.16-cm) squares of the amorphous sheet were stretched in a commer­
cially available biaxial film stretcher. The sheet was  manually inserted into the stretch­
ing chamber, which was  controlled at the selected temperature, and then automatically 
stretched to a 12-inch-(30. 5-cm-) square film at a rate of 1000 percent per minute. The 
amorphous sheet was  given a 15-second equilibration in the stretching chamber before 
and after stretching. The stretching machine is provided with a special device which 
quenched the film to room temperature and enabled the f i l m  to be easily removed free of 
wrinkles and/or folds. Heat setting was accomplished by clamping the film in a restrain­
ing frame and placing it in a circulating-air oven for the time and temperature specified. 
It was then removed from the oven and cooled to  ambient temperature. Other films were 
stretched but not heat set. 
Fi lm Density 
Density of the films was determined by the density-gradient technique (ref. 7). The 
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liquid system chosen for the column used in this study was n-hexane and carbon tetra­
chloride. Glass floats of known density were used to  calibrate the column. The tube was 
maintained at a constant temperature of 23' C (296 K). Two small pieces of each film 
were placed in the column and allowed to reach equilibrium. The position of the cal­
ibration floats and samples, relative to an arbitrary reference, were measured with a 
cathetometer. 
Uniaxial  Tensi le Propert ies 
Tensile properties of the films were evaluated in a universal testing machine with 
l-inch-(2. 54-cm-) wide specimens cut with the length perpendicular to the direction of 
extrusion of the amorphous film. Load and extent of grip separation were automatically 
recorded. An initial gr ip  separation of 4 inches (10.16 cm) was used for all tests. The 
ra tes  of grip separation for the room-temperature and cryogenic tes ts  were 2.0 and 
0.2 inch per minute (0.084 and 0.0084 cm/sec), respectively. Cryostats of the type de­
scribed in reference 8 were employed for the liquid-nitrogen and liquid-hydrogen tests. 
Biaxial Diaphragm .Burst Test 
Biaxial stress-strain properties of the films were measured at -196' C (77 K) in an 
apparatus similar to  that described in reference 9. The test specimen was bolted between 
a circular flat plate and an 8-inch-(20.32-cm-) inside-diameter annulus. The bottom 
plate was provided with the means for introduction of the helium gas used for pressuriza­
tion. All tes ts  were performed with a constant gas flow rate  to  rupture. Vertical deflec­
tion of the film was measured with a linear potentiometer connected to  a 0.9-inch­
(2.2-cm-) diameter polytetrafluoroethylene disk which rested on the center of the film. 
The disk was counterbalanced to  move in response to very little force from the film. The 
pressure underneath the film was recorded with a pressure transducer. The entire dia­
phragm clamping device was submerged in liquid nitrogen. 
Twist-Flex Test 
The equipment used to  evaluate the flexibility of the polymer films is described else­
where in considerable detail (ref. 2). The 4- by l l- inch (10.16- by 27.94-cm) sample 
was formed into a cylinder of approximately 4 inches (10.16 cm) in diameter by wrapping 
it around and clamping it t o  upper and lower cylindrical end plates. The clamped sample 
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was immersed in liquid hydrogen and given a twisting motion by clockwise and counter­
clockwise rotation of the upper plate relative to the lower plate. The upper connecting 
rod mechanically followed a cam which lowered and raised the end plate as it was rotated. 
The sample was visually inspected for cracks o r  holes every 5 or 10 complete cycles. 
Porosity Test 
The porosity of films that had been subjected to  25 twist-flex cycles in liquid hydro­
gen was determined at room temperature in a gas collection apparatus. The device used 
to support the film exposed a 3- by 9-inch (7.6- by 22.86-cm) section of the film to 
a chamber maintained at 1 psig (6.89X10 3 N/m 2 gage) with helium gas. The volume of 
gas which passed through the film was collected in a burette by a water-displacement 
technique. 
DISCUSSION OF RESULTS 
The results obtained for each response measured on the PET films a r e  described and 
include the following: 
(1) Crystallinity 

(2) Uniaxial tensile tests conducted in ambient air at 25' C (298 K), in liquid nitrogen 

at -196' C (77 K), and in liquid hydrogen at -253' C (20 K) 
(3) Biaxial diaphragm burst tests in liquid nitrogen 

(4)Fatigue failure by cycling on the twist-flex apparatus with the film immersed in 

liquid hydrogen 
The data for each experimentally determined response were used to calculate the co­
efficients of the following regression model, except that bD and bABC were zero for 
the tests with liquid nitrogen and additionally bAc was  missing for the tests with liquid 
hydrogen. 
y = bo + bAxA + bB B  + bC C  + bABXAXB + b ~ ~ x ~ x ~  ~ X ~ X X + b ~ ~ X 
where y is any response, x is -1 for the low level and +lfor the high level of each of 
the three factors designated by subscripts A, B, and C (stretch temperature, set tem­
perature, and set time, respectively), D is the centerpoint, and b is the corresponding 
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coefficient determined by regression analysis. These coefficients were then tested at a 
significance level of CY = 0.05 unless otherwise noted. Results shown on bar graphs rep­
resent only factors which have a significant effect, as determined according to appen­
dixes A and B. 
Crystallinity 
In this report crystallinity of the films is considered to  be a response to the process­
ing conditions. Ideally, morphological properties of the film, such as crystallinity and 
orientation, should serve as factors upon which the mechanical property responses de­
pend. However, it was first necessary to learn how to prepare films with a suitable 
range of crystallinity, and in this sense crystallinity is a response. 
Crystallinity C can be estimated from the film specific gravity p.  A value of 1.330 
was measured for the amorphous PET; the calculated value of 1.455 was  used for the 
perfect crystal (ref. 10). 
c =  p - '. 330 = 8.00(p - 1.330)
1 .455  - 1.330 
Increasing the stretching temperature, the heat-setting temperature, and the setting 
time all increase the crystallinity of the film (fig. 1). The effect of the heat-setting tem-
Stretching 
temperature, 
OC ( O K )  
c 
85 (358) 
95 (368) 
Set time, sec 15 120 15 120 
(a) Heat-set temperature, 190" C (b) Heat-set temperature, 210" C 
(463 K). (483 K). 
Figure 1. -Crysta l l in i ty  of PET f i lm as function of stretching temperature and 
heat-set temperature and time. 
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perature is most pronounced, causing films heat-set at 210° C (483 K) to have 3.6  percent 
higher crystallinity than films heat-set at 190' C (463 K). The effect of each of the other 
factors is only about one-third as large. The range of crystallinity is from 41.9  percent 
for the low levels of all three factors to  48.0  percent for the high levels. 
Films stretched at 85' and 95' C (358 and 368 K) and not heat-set are 1 5 . 8  and 
2 0 . 9  percent crystalline, respectively. In both cases, this is less than half the crystal­
linity of heat-set films regardless of the conditions. Stretching, therefore, orients the 
polymer molecules and results in increased density. However, an increase in density of 
a larger magnitude occurs upon heat-setting at higher temperature. The molecules de­
velop a more ordered and closely packed form when heated to  190' or  210' C (463 or 
483 K) for short times, and films become over 40 percent crystalline. Heffelfinger and 
Schmidt (ref. 4) describe changes in the crystalline and amorphous regions during the 
stretching and heat-setting processes, as observed by X-ray diffraction, infrared, den­
sity, and stress-strain measurements at room temperature. The gauche form is trans­
formed into trans during the stretching. The trans isomer crystallizes as a result of the 
alinement of adjacent molecules. Their evidence favors isomerization of gauche to trans 
to  promote crystal growth during heat-setting. 
The results on the film produced at the center point were included in the analysis and 
indicate that curvature of the crystallinity response over the range of these factors stud­
ied is not significant. 
Uniax ia l  Tensile Properties 
Tests. .  in ambient air at 25' C (298 K).  - Conditions promoting tensile strength a r e  
the lower stretching temperature of 85' C (358 K) and the higher heat-setting temperature 
of 210' C (483 K) (fig. 2). The stretch temperature - heat-set time is the only interaction 
that has a significant effect on this property. The breaking stress from two additional ex­
periments at the center of the design averaged 27 400 psi (1.89xlO8 N/m 2). Analysis 
showed that there is significant curvature in the response over the ranges of the variables. 
Further a film stretched at 85' C (358 K) but not heat-set required a s t ress  of 33 000 psi 
(2.3xlO6 N/m 2) to  break. 
The higher levels of both temperatures caused greater strain at break (fig. 3); heat-
setting time and all interactions were not significant. Overall, these results provided 
strong evidence of differences among the films produced by various processes and thus 
justified cryogenic testing. 
Strain at the proportional limit. - This property is defined as the strain at which the 
stress-strain curve departs from linearity. It is of particular importance since a liner 
must expand with the tank as internal pressure is applied and then contract to its original 
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Figure 2. - Stress at break of PET f i lm determined from uniaxial tensile 
test at 25" C (298K) as funct ion of stretching and heat-set temperatures 
and set time. 
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Figure 3. - Strain at break of PET f i lm determined from uniaxial tensile 
tests at 25" C (298 K )  as funct ion of stretching and heat-set tempera­
tu res  and heat-set time. 
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dimension. The strain at the proportional limit is more readily measured than the re­
coverable strain limit and yet serves  as a guide to the usefulness of the film for liner ap­
plication. 
The heat-setting time and the stretch temperature - heat-setting time interaction are 
the factors affecting strain at the proportional limit in liquid nitrogen (table I). Films 
stretched at 95' C (368 K) and set for 120 seconds averaged 2.19 percent strain compared 
with 1. 59 percent for a setting of 15 seconds (fig. 4). For films stretched at 85' C 
(358 K) the longer set time increased the strain by only 0.15 percent strain compared 
with 0.62 percent strain for the higher temperature. Thus, there is a significant inter­
action between these two factors in the manner in which they affect strain at the propor­
tional limit. This response does not depend upon the heat-set temperature. 
In liquid hydrogen the correlation of strain at the proportional limit with the treat­
ment conditions was poor, and the only factor which appeared to be significant was the set 
temperature. The average strain was  2 . 1  percent, which is greater by 0.2 percent 
strain than the corresponding values obtained in liquid nitrogen. 
Stress at the proportional limit. - This property is the s t ress  at the same point of 
the stress-strain curve defined in the previous section. 
Stretching
2 5  temperature, 
"C (K) 
85 (358)
a 95 (368) 
2.0 
c

a3 

2 
.-	c- 1.5 
F 
m
c 
.-E
-
mg 1.0 
e 
a 

.5 

Heat-set time, sec 
0 iB
15 120 15 120 1515 120 
Stress at the proportional limit 
i15 
15 
Heat-set temperature, 190 190 210 210 190 190 210 190 190 210 210 190 210 
"C (K) (463) (463) (483) (483) (463) (463) (483) (463) (463) (483) (483) (463) (483) 
(a) Liquid nitrogen. (b) Liquid hydrogen. 
Figure 4. - Strain at proportional l imi t  determined from uniaxial tensi le tests of PET f i lm at cryogenic temperatures 
as function of stretching and heat-set temperatures and heat-set time. 
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v) 
E 
c 
decreased with increasing stretch temperature (fig. 5). The values were higher at the 
lower temperature of liquid hydrogen. When these results are combined with the pre­
vious strain values, in general, the modulus of elasticity is higher for films stretched at 
85' C (358 K) than those stretched at 95' C (368 K). Heat-setting affects the modulus 
determined in liquid nitrogen, giving higher values for shorter times of setting as seen 
in table 11. 
Strain at break. - The strain at which these PET films break is much greater than 
the proportional limit strain and also varied more with processing factors (fig. 6). In 
liquid nitrogen the stretching temperature and heat-setting temperature both have large 
effects; the greater ultimate strain of 15.4 percent was attained with both processing 
temperatures at the low levels. With high processing temperatures, only 5.0 percent 
strain was reached at break. These values are roughly inversely related to crystallinity. 
However, heat-setting time, which affects crystallinity to a limited extent, did not signif­
icantly change the ultimate strain (table I). Note also that the stretching temperature 
generally reduced the strain at break but was not significant with respect to the propor­
tional limit strain (table I). The highest proportional limit strain was obtained by 
stretching at 95' C (368 K)and heating for 120 seconds (table III). 
The strain at break in liquid hydrogen is lower than in liquid nitrogen. Stretching 
temperature also affects the strain at break; with experimentally determined values from 
table IVY 7.3 percent strain is obtained for 85' C (358 K) stretching and 5.0 percent for 
95' C (368 K). 
I Stretchinq 
temperature, 
"C (K)  r m  
c 85 (358) 
VI El 95 (368) 
..cz
.-
= X I 
In-
VI
-VI 
c.­
.-E 
-
m 10 
0
E
E a 

15 120 15 120 15 120 15 15 120 15 120 15 15 
190 190 210 210 190 190 210 190 190 210 210 190 210 
(463) (463) (483) (483) (463) (463) (483) (463) (463) (483) (483) (463) (483) 
(a) Liquid nitrogen. ( b )  Liquid hydrogen. 
Figure 5. - Stress at proportional l imi t  determined from uniaxial tensile tests of PET f i lm at cryogenic temperatures 
as funct ion of stretching and heat-set temperatures and heat-set time. 
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(a) Liquid nitrogen. 
Stretching 
temperature, 
"C (K) 
a 	85 (358)
95 (368) 
120 15 15 120 15 120 15 15 

190 210 190 190 210 210 190 210 
(463) (483) (463) (463) (483) (483) (4631 (483) 
(b) Liquid hydrogen. 
Figure 6. - Strain at break determined from uniaxial tensile tests of PET f i lm at cryogenic temperatures as function of 
stretching and heat-set temperatures and heat-set time. 
6 Stretching 
temperature, 
"C IK) 
a 85 (358) 
5 
95 (368) 
1 
Heat-set time, sec 15 120 15 120 15 120 15 15 120 15 15 
Heat-set temperature, 190 190 210 210 190 190 210 190 190 210 210 190 210 
O C  (K) (463) (463) (4831 (483) (463) (463) (483) (463) (463) (483) (483) (463) (483) 
(a) Liquid nitrogen. (b) Liquid nitrogen. 
Figure 7. - Stress at break determined from uniaxial tensile tests of PET f i lm at cryogenic temperatures as func­
tion of stretching and heat-set temperatures and heat-set time. 
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Stress at break. - The breaking stress is affected mainly by the stretching tempera­
ture (table I and fig. 7). In both cryogens higher stress is reached with film stretched at 
85' C (358K), the lower temperature. Values in liquid hydrogen a r e  about 15 percent 
higher than those obtained in liquid nitrogen. These results show the same pattern as for 
stress at the proportional limit, but values of the stress at break are over twice as high. 
Heat-setting temperature and time did not consistently affect the difference in stress at 
break between liquid hydrogen and liquid nitrogen. 
Biaxial B u r s t  Propert ies in L iqu id Ni t rogen 
The results obtained for the various stress-strain properties reported in this section 
a r e  based on single tes ts  of each of the eight films prepared with the eight different proc­
essing treatments of the factorial experiment. Because of the lack of a good estimate of 
the reproducibility of films in this test, the significance of main effects was judged sta­
tistically by comparison with higher order (interaction) effects. This intepretation is, of 
course, conservative in reporting significant effects. True effects of smaller size would 
not be declared significant and would be "missed" by this procedure. However, examin­
ation of the results indicated duplicate tests a r e  not necessary since smaller effects than 
those found a r e  not of practical value. 
Calculating stress and strain. - The engineering s t ress  is calculated from the pres­
sure  difference across the film diaphragm by using the following equation: 
Stress =-APR 
2 t  
where 
A P  pressure difference across film 
R radius of curvature of deflected diaphragm 
t original film thickness 
The engineering strain is defined as the increase in length of a diameter line drawn 
on the circular film specimen divided by the original diameter 
Strain = Re - 2 r  (3)
2 r  
12 

where 
8 central angle of diameter arc formed by deflecting film 
r original radius of free-film diaphragm 
Since 
. e  rsin - = - (4)
2 R  
and 
R =  r 
2 + h2 
2h 
where h is the measured deflection perpendicular to the original plane of the film, 
strain is calculated from the measured values of r and h. A typical biaxial stress-
strain curve for PET is shown in figure 8. 
Strain at the proportional limit. - This property is defined by the point of departure 
of the calculated stress-strain curve from the linear relation which occurs at low strain. 
The high heat-setting temperature of 210' C (483K) results in strains of 1.77 percent 
while heat-setting at 190' C (463K) gives 1.44 percent strain at the proportional limit 
N 
2- .-E 
>u 
C--+Proportional
E--.. z 

VI­

v)
E 
5; 
1­ !I'10 
0- 1 I 
0 2 
l im i t  
I I I I $1I 
4 6 a 10 20 30 
Strain, percent 
Figure 8. -Typical biaxial stress-strain curve for PET film. 
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Figure 9. - Strain at proportional limit and at break, determined from biaxial 
burst tests of PET film i n  liquid nitrogen as function of stretch and heat-set 
temperatures. 
(fig. 9). The difference, about one-third of a percent strain, is approximately a 25 per­
cent increase in the value of this property, which is the same increase over the commer­
cial PET film strain of 1.45 percent. A heat-setting temperature above 210' C (483 K) 
might result in further increasing the amount of strain at the proportional limit. 
Strain at break. - The strain of the experimental films at break in liquid nitrogen 
are all far above the 17.4 percent value for the commercial PET (fig. 9). Both stretch­
ing temperature and heat-setting temperature affect this property. Films stretched at 
95' C (368 K) give higher strain values than those stretched at 85' C (358 K). This ef­
fect is more pronounced if heat-setting is done at the higher temperature of 210' C 
(483 K). Films stretched and set at the higher temperatures averaged 37. 5 percent 
strain, over twice the corresponding strain for the commercial film. A s  previously de­
scribed in the section Crystallinity, higher film-processing temperatures result in high 
crystallinity. Thus, the most crystalline films attain the highest strain at break. 
-Stress at the proportional- .- limit. - This is the stress corresponding to the strain at 
the proportional limit. This stress is almost 4000 psi (2.76X10 7 N/m 2) higher for films 
stretched at 85' C (358 K) than for those stretched at 95' C (368 K) (fig. 10). Other fac­
tors  do not show significant effects on this property. The modulus of the film stretched 
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Figure 10. - Stress at proportional l imi t  and at break determined from 
biaxial burst  tests of PET f i lm in l iqu id  nitrogen as funct ion of stretch­
ing temperature. 
at 85' C (358 K) is also higher. These results are similar to those obtained in the uni­
axial tensile test but are numerically higher in both stress and modulus. The biaxial 
modulus for the film stretched at 85' C (358 K) is 2.46X106 psi (1. 70X1010 N/mz). These 
s t ress  values are higher than those of commercial PET film. 
Stress at break. - The average stress at break for films stretched at the lower tem­
perature is over 10 000 psi (6.9x107 N/m 2) greater than for those stretched at the higher
7temperature and 12  000 psi (8 .28~10 N/m 2) greater than for commercial PET (fig. 10). 
Flexura l  Fatigue by Twist-Flex Test in L iqu id  Hydrogen 
The results a r e  given in table V and the large variation between duplicates (halves 
of the same stretched film) is evident. It was not possible to establish significant trends 
of the processing factors with these data. However, the average number of cycles to  
failure in liquid hydrogen for all 21  experimentally produced PET films tested exceed 50. 
In contrast, 0. 5-mil (0.0127-mm) commerical PET f i lm  has been reported to  withstand 
less than 10 cycles. (This unpublished data was obtained by R. F. Lark of Lewis on the 
same apparatus used in the present investigation. ) Therefore, a significant and techni­
cally worthwhile cryogenic flexibility improvement has been demonstrated. 
1 5  
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Porosity of Fi lms Flexed in L iqu id Hydrogen 
Since the gas porosity of these films after flexing in liquid hydrogen varied over a 
wide range (table VI) of 0.01 to several hundred milliliters per minute, the analysis was 
based on the log of the flow rate through the film. Three films gave rates exceeding 
100 milliliters per minute; such rapid rates could not be accurately determined in this 
apparatus. Therefore, in the analysis the uniform value of 100 was used for the porosity 
of such films. Because of the lack of duplicate data, the main effects of the three factors 
studied were compared with the combined interaction effects. The statistical "F-test" 
(table VII) shows that the main effects are not large enough to  be established with signifi­
cance. Since the interactions represent a possibly inflated estimate of e r ror  (e. g., each 
mean square is an estimate of the specific interaction plus error),  the possibility of ef­
fects of these factors has not been eliminated by these data. A number of films which 
had negligible porosity after this severe treatment have been produced (table V). 
SUMMARY OF RESULTS 
In this study of the effects of stretching temperature, heat-set temperature and heat-
set time on the cryogenic mechanical properties of poly(ethy1ene terephthalate) (or PET) 
film, the following results were obtained: 
1. The crystallinity of the biaxially oriented PET film was higher for films heat-set 
at 210' C (483 K) than for  films heat-set at 190' C (463 K). Crystallinity is also pro­
moted by an increase in stretch temperature and set time, but to a lesser degree, for 
the range of this study. 
2. The uniaxial strain at the proportional limit in liquid nitrogen of biaxially oriented 
PET film increases with an increasing set time, but there is an interaction with stretch 
temperature. The strain at break in both liquid nitrogen and liquid hydrogen show an 
increase with decreasing stretch temperature. A lower heat-set temperature in­
creases the strain at break at liquid-nitrogen temperature. 
3. The proportional limit and breaking s t resses  in both liquid nitrogen and liquid hy­
drogen are higher with the lower stretch temperature of 85' C (358 K). 
4. Biaxial burst tests performed in liquid nitrogen showed that both proportional 
limit strain and strain at break increase with higher heat-set temperature. The breaking 
strain of the experimentally processed film of this investigation was almost twice that of 
the commerically available PET film. 
5. Biaxial burst tes ts  performed in liquid nitrogen showed that the proportional limit 
stress and stress at break decrease with increasing stretch temperature. These 
s t resses  measured on the film stretched at low temperature were about 40 percent higher 
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than for the commercially available PET film. 
6. The average number of flexing cycles (twist-flex) to failure in liquid hydrogen was 
greater than 50 for the 21 samples tested. (Commercial PET film withstands less than 
10 cycles. ) 
7. A number of films showed negligible porosity after 25 twist-flex cycles in liquid 
hydrogen, but no dependence on processing factors was established. 
Lewis Research Center, 
National Aeronautics and Space Administration, 
Cleveland, Ohio, May 23, 1968, 
129-03-11-01-22. 
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APPENDIX A 
REGRESS ION ANALYSIS WITH INITIAL ERROR VARIANCE ESTIMATE OBTAINED 
FROM REPLICATION 
The most general equation (model) that could be fitted to the larger experiments was 
given as equation (1) (p. 5) where the dependent variables were as follows: 
xA stretch temperature 
xB set temperature 
xC set  time 
and the quantity y is the particular observed response, such as density, breaking strain, 
log of flex cycles, and so forth. Al l  the constants of that equation could be evaluated for 
the room-temperature experiments. The constants bD and bABC could not be evalu­
ated from the experiments in liquid nitrogen, and the constants bD, bAc, bABC could 
not be evaluated from the uniaxial experiments in liquid hydrogen. 
The conditions investigated and the observed responses are summarized in table Vm 
and in tables 111to VI and M to  XIII. Individual observations (rather than mean values) 
were used in fitting the regression constants. The regression procedure compared the 
magnitudes of the coefficients of the fullest possible model for the experiment with the 
estimate of e r ror  variance obtained from the residual variance. (Because of the design 
of the experiment and the choice of the model, the initial residual variance consisted only 
of replication error .  ) The t-test then was used to compute the descriptive significance 
level cy (the probability that a constant as large in absolute value as that observed could 
have been drawn from a population having a population mean value of zero). 
A stepwise statistical decision procedure was then used to simplify the model. It 
deleted coefficients, term by term, beginning with the least significant. All  the retained 
coefficients were fitted, after each deletion. This process was continued until all the re­
tained coefficients were significant at the 5 percent level, or better. 
Results for the room-temperature tests are shown by table XIV. For each dependent 
variable there is listed first, the value of the coefficient in the full model; second, its 
descriptive significance level in the full model; and, third, the value of the coefficient 
that remained in the reduced model as a result of the stepwise deletions according to the 
statistical decision procedure. Values of the coefficient of multiple determination R2 
are also given for the full model and for the reduced model. This coefficient gives the 
fraction of variability of all the data that has been accounted for by the model. 
Results for uniaxial tests in environments of liquid hydrogen and liquid nitrogen are 
....- .. . . .. 
given in table I using the same method of data reduction and presentation as is used for 
table XN. 
The reduced models were used to  compute predicted values of responses for such 
combinations of the upper and lower levels of the independent variables that had been used 
in the experiments. These values are listed in table XV. Because the statistical decision 
procedure had designated certain effects as not clearly differentiated from experimental 
variability, the corresponding regression coefficients were set  equal to zero. The re­
sulting simplified equations sometimes resulted in equal predicted responses for differing 
levels of the independent variables. 
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APPENDIX B 
ANALYSIS OF VARIANCE WITH ERROR VARIANCE OBTAINED FROM 
HIGHER- OR DER INTERACTIONS 
Three types of experiments did not permit the estimation of e r r o r  variance from 
replication. They were (1)the biaxial burst tests, where no replication was employed, 
(2) the porosity experiment, where a duplicate was used at only one test condition, and 
(3) the density measurements, where duplicates were obtained by dividing single speci­
mens, so that the duplication measured only the unimportant variability within specimens, 
rather than the treatment-to-tr eatment variability . 
Biaxial B u r s t  Tests 
The computation method of Yates (ref. 11)was used to analyze the results obtained 
from the biaxial burst test of the two-level factorial experiment. Coefficients for the re­
sponse prediction equation and mean squares associated with each main effect and inter­
action are obtained by this procedure. In the absence of an estimate of reproducibility of 
duplicates, the interactions were used as estimates of e r ror  to establish the significance 
of the main effects as illustrated below. According to Yates' nomenclature the factor ef­
fects a r e  designated by symbols as follows: 
A stretch temperature 
B heat-set temperature 
C heat-set time 
The experiments are described by the corresponding lower-case letter when the high 
level of that factor was  used. Absence of a letter means the lower level of the factor was 
used. Thus, experiment code ab means high level of factor A and B and low level of 
factor C. Results a r e  shown by table XVI. 
Porosi ty 
The analysis of the porosity data proceeded in the same manner as the biaxial burst 
tests. Results a r e  shown in table VII. 
20 

. .. ... .. .- .., -
Density 
The computer program used for the regression analysis was used to  compute the 
mean squares. The mean squares for the four interactions were pooled to  compute an 
estimate of e r ror  variance which was then used to test the significance of the curvature 
and main effects. Results are shown in table XVII. 
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TABLE I. - RESPONSE MODELS FOR UNIAXIAL LOAD EXPERIMENTS I N  LIQUID HYDROGEN AND LIQUID NITROGEN 
~ _ _ _ _  ~~ 
Independent Proportional limit load Breaking strain Breaking load Proportional limit strain 
variablesa 
Full model Reduced Full model Full model 7Reduced Full model Reduced 
Coefficient, Signifi- 1;: I;) coeffi- Coefficient, Signifi- coeffi-Tb coeffi- Coefficient, model model 
cient, lb 	 cance cient, 
level, lb leve1, percent 
1-CY 

Liquid hydrogen 
17.2026 6.40476 36.3170 '36.3649 1 2.04127 12.08905 
-2.62083 -.907500 0.935 -4.43375 0.999 
-.45814 -.538095 .748 -. 80625 .884 .447 
-.12659 -. 0527382 .117 -.07929 .136 -.02373 .548 
.00417 .167500 

.08770 

Coefficient 0.889 I 0.884 
of multiple 
determina­
tion, R2 
xO 14.9531 
xA -.68750 0.995 
XB .30580 .823 
xC 1.24330 .999 
.60268 ,983 
.85268 .999 
-.04688 .168 
0.713 

I 
14.8075 8.26443 
-.79389 -3.08244 
-3.19271 
______-- 	. 665625 
0.356 
.276 -.82125 .873 .489 
.58500 1 .794 -------_ .00484 ,121 
0.234 

I 

Liquid nitrogen 
0.998 
,998 
.172 
.198 
.972 
. 514 
31.9679 1.86076 

-2.40708 -.00486 
.01257 
.43259 .884 .56380 .18048 
1.16042 I .999 1.26899 -.01882 
-.083264 .20759 ' .554 .11173 
-.15625 ~ .412 -.00938 
0.345 ~ 0.800 ~ 0.781 0.487 
"Stretching temperature, xA; set temperature, xB; set time, xC'N 
0 bBreaking deformations. 
------ ------ 
------ 
----- ------ 
----- 
TABLE III. - UNIAXIAL TENSILE TEST: STRAIN 
TABLE 11. - MODULUS AVERAGED OVER 
AT PROPORTIONAL LIMIT
7HEAT-SET TEMPERATURES ~ Heat set Liquid nitrogen Liquid hydrogen 
liquid temperature time, elasticity Temperature rime, Stretch temperature 
sec 
OC I 
Average strain, percent per 
1.21 number of tests averaged
-120 .87 	 6.0 
9.3 1 120 1.96/8 2.02/9 
~ 6.9 1 15 1.81/4 1.54/6 2.06/4 2.00/1 
120 1.94/8 2.19/8 2.14/7 
15 1.78/8 1.59/7 2.20/6 /2.00/2-
TABLE IV. - UNIAXIAL TENSILE TEST: STRAIN 
AT BREAK 
Heat set Liquid nitrogen Liquid hydrogen 
-
remperature rime, 
sec
7; 
10.0/8 
6.8/8 
17. 5/8 
12.3/8 
6.5/6 
5.0/6 6.8/5 5.2/3 
6. 5/13 8.0/7 
9.2/8 7.2/6 6.0/2 
--- 
--- 
-- 
-- --- --- 
--- 
--- 
--- 
--- 
-- 
-- 
--- 
--- 
--- 
--- 
--- --- --- -- 
-- 
. ~ ... . - .. .. . . . .. 
TABLE V. - TWIST-FLEX CYCLES TO 
FAILURE IN LIQUID HYDROGEN 
Heat set Stretching temperature, 
Temperature rime, 85 (358) 90 (363) 
~ 
sec 
:rack- zycles ;rack- Cycles 
f ree  to  free to  
cycles Iailure cycles failure 
75 85 
15  90 
115 a2 5 
120 100 
120 a30 
42 
15  1 2  5 
15 “10 
120 35 
aDuplicate, half of material above. 
O C  (K) 
95 (368) 
:rack- Cycles 
f r ee  to  
cycles failure 
80 90 
a120 a130 
80 90 
a2 5 a3 5 
80 90 
a30 a40 
30 
a 5 
60 
TABLE VI. - POROSITY OF PET AFTER 25 CYCLES OF 
TWIST-FLEX IN LIQUID HYDROGEN 
[Experimental results in ml of helium/min through 3- by 9-in. 
(7. 62- by 20. 3-cm) test  section of film at room temperature 
with 1-psi (6. 9x103-N/m 2) pressure gradient. ] 
Heat set  Stretching temperature, OC (K) 
I?emper ature rime, 85 (358) I 90 (36~3) I 95 (368) 
~ -
sec 
OC K Porosity, ml  of helium/min 
6. 0 1 1 4.2 
190 463 15 >loo 

190 46 3 120 .1 

200 47 3 42 

210 483 15 1.68 I 100 

210 483 15 3. 43 

210 483 120 >loo 

______ 
2 5  

--- 
--- 
--- 
--- 
TABLE M.- SUMMARY OF STATISTIC ANALYSIS OF DATA ON 
POROSlTY (LOG SCALE) AFTER 25 CYCLES OF TWIST-FLEX 
Exponent Response, y Coeffi- Observed Effect 
-~ ~codea 	 cient, F ratio 
(1) (2) (3) b 
- -~ ~ 
1 2.0 2.0 3.4 1. 2 0.15 
a .4 1. 0 -2.2 5.2 .65 1.6 A 
b -1.0 1.0 1.4 -5.6 -.70 1.9 B 
ab 2.0 -3.2 3.8 2.4 .30 
C -1.0 -1. 6 -1.4 -5.6 .70 3.92 1. 9 
ac 2.0 3.0 -4.2 2.4 . 30 .72 b2.10 
bc -2.0 3.0 4.6 2.8 .35 .98 
abc -1. 2 .8 -2.2 -6.8 .85 
~I Total 1.2 
-
%ates nomenclature. 
bPooled error .  
TABLE VIII. - UNIAXIAL TESTS AT 25' C (298K) 
~ 
Heat -set  Heat-set Stretch Breaking s t ress ,  Breaking 
time, .emper ature temperature kips/sq in. strain, 
~ ~ 
sec 
OC K OC 
percent 
15 190 463 85 358 26.4 90 
190 463 95 368 18.6 103 
210 483 85 358 29.6 114 
210 483 95 368 22.2 127 
120 190 463 85 358 25. 9 78 
190 463 95 368 20.7 102 
210 483 85 358 28. 7 111 
210 483 95 368 23.2 112 
0 85 358 23.2 125 
42 200 473 95 368 19.2 116 
0 95 368 16.6 --_ 
~ 
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C 
- - - - - - - - - - - - - - 
------- - 
-------- 
-------- - - - - - - - - 
TABLE E.- UNIAXIAL TENSILE TESTS AT 25' C (298 K) AND FILM SPECIFIC GRAVPTY 
Stretch I Heat-set Stress at breaka Strain at Specific gravity Crystal­
:emperature I 
Temperature 
IITime psi percent 
of filma 
percent-1 
break, a linity, 
OC 
85 358 1 210 483 15 2 9 . 0 ~ 1 0 ~30. 3x1O3 2.00x108 2.O9X1O8 108 121 1.3869 1.3869 45. 5 85 358 210 I 4 8 3  I 120 27.6 29. 8 1.90 2. 05 102 120 1.3882 1.3879 46. 4 
85 358 190 463 15 25. 8 27. 0 1.78 1.86 87 94 1. 3816 1.3828 41. 8 
85 120 25.6 26. 2 1.77 1. 81  7 5  80 1. 3844 1. 3842 43. 4 
95 ::: 15 17. 6 19. 7 1 .21  1.36 90 116 1. 3846 1.3847 43. 7 
95 368 1 I 120 19. 4 22. 0 1. 34 1. 52 93 111 1. 3846 1. 3849 43. 8 
95 368 210 483 15 23. 0 21.4 1. 59 1.48 136 118 1. 3876 1. 3879 46. 2 
95 368 210 483 120 23. 0 23. 4 1. 59 1.62 108 116 1. 3906 1. 3906 48. 5 
95 368 _ _ _  _ _ _  0 16. 6 1. 14  1. 3561 1. 3562 20. 9 
85 358 __- -_- 0 22. 5 23. 8 1. 55 1.64 122 128 1. 3495 1. 3500 15. 8 
90 363 200 473 42 18. 9 19. 6 1. 30 1.35 111 122 1.3870 1.3874 45. 8 
90 363 200 473 42 1. 3860 1.3859 44. 8 
'Two samples were tested at  each condition. 
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-------- 
----------- 
TABLE X. - UNIAXIAL TENSILE TEST: STRESS 
AT PROPORTIONAL LJMlT 
(a) U.S. Customary Units 
r 
Heat set 
~ 
Temper- Time 
ature, sec 
8 5  I 95 85 95
O C  
-
210 120 32 400/8 - _ _ _ _ _ _ _27 700/9 -----_­
2 10 1 5  !1 400/4 18  700/4 27 700/5 20 300/3 
190 120 !3 400/8 22 200/13 28 700/7 
190 1 5  !2 200/8 16  000/7 29 300/6 2 1  700/2 
- .  
~ 
Heat set Liquid nitrogen Liquid hydrogen 
Temper- Time, 
ature, sec 
K 358 1 368 I' 358 I 368 
Average s t ress ,  N/m 2 per number 
of tes ts  averaged 
483 120 (1.55X108)/8 (1.91X108)/9 
483 1 5  (1. 48x108)/4 (1.29x1O8)/4 (1.91X108)/5 
46 3 120 (1.61x1O8)/8 (1.53x1O8)/13 (1. 98X108)/7 
46 3 15 (1. 53x1O8)/8 (1. 1OX1O8)/7 (2. O2X1O8)/6 
28 

-------- 
-------- 
TABLE XI. - UNIAXJAL TENSILE TEST: STRESS 
AT BREAK 
Heat set 
Temper- Time, 
ature, sec 
O C  
2 10 120 
2 10 1 5  
190 120 
190 1 5  
Liquid nitrogen Liquid hydrogen 
Stretch temperature, O C  I 
85 I 95 85 95 
Average stress, psi per number I 
of tes ts  averaged 
I 
59 000/7 

57 600/5 42 600/4 

57 300/7 

59 100/6 48 900/4 

(b) SI Units 
Liquid nitrogen Liquid hydrogen 
remper- Time, Stretch temperature, K 
~ ~~ 
ature, sec 
K I 358 I 368 I 358 I 368 
Average s t ress ,  N/m 2 per numberI 
483 
48 3 (3. 22x1O8)/8.^^ I" -n ..-8, ,,.
4bY I Z U  ( 3 . 3 6 X l U  )/E 
463 I 15 I (3. 51X108)/8 
TABLE XII. - BIAXJAl 
of tes ts  : eraged 
~~ 
(4. 07X108)/7 
(3. 97x1O8)/5 
(3. 95X1O8)/7 
(4. 08x1O8)/6 
~_____  
BURST TESTS ON EXPERIMENTAL 
PET FILMS IN LIQUID NITROGEN 
Stretching Heat set Proportional limit Break 
~~.emperature - rem peratur E rime, Stress  Strain, Stress Strain, __ ­
~
OC K sec 
OC K psi N/m2 
percent 
psi N/m2 
percent 
85 3 58 190 463 1 5  34 000 2. 35x1O8 1.86 42 500 2. 93x1O8 28.2 
190 46 3 120 36 000 2.49 1.25 42 500 2.93 31.0 
210 483 1 5  37 500 2.59 1.86 40 500 2.80 31.0 
210 48 3 120 34 000 2.35 I. 60 39 500 2.73 30.4 
95 368 190 46 3 1 5  32 000 2.21 1.35 30 500 2.10 33.0 
190 463 120 28 000 1.86 1.30 3 1  000 2.14 31.2 
210 483 1 5  33 500 2.31 1. 80 3 1  500 2.17 37. 5 
210 483 120 33 000 2.28 1.80 3 1  000 2.14 37.4 
~ 
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TABLE Xm. - BIAXIAL BURST TESTS ON COMMERCIAL 
PET FILM IN LIQUID NITROGEN 
Sample 
1 
2 
3 
4 
5 
6 
7 
8 
9 
10 
Average 
Independent 
variablesa 
x x x 
A B C  
2 2 
-~ 
Coefficient of 
multiple deter­
mination, R2 
proportional limit I 
Stress Strain, i 
bercent 
psi  N/m2 
.~ . 
24 000 1 . 6 5 ~ 1 0 ~  
28 000 1.93 
24 000 1.65 
22 500 1.55 
22 500 1.55 
27 000 1.86 
26 200 1.81 
25 000 1.72 
28 500 1.97 
26 000 1.79 
I_ 
25 730 1.75X1O8 - - .~ . .  
Break 
-
Stress I Strain, 
2 . 1 0 ~ 1 0 ~  7.6 
1.93 22.4 
1.90 17.0 
1.90 20.9 
2.14 9.3 
1.93 27.8 
2.10 10.1 
2.14 8.1 
1.90 20.5 
1.88 20.5 
1 . 9 9 ~ 1 0 ~ )17.4 
_ _ _  _ _  
TABLE XIV. - RESPONSE MODELS FOR 
ROOM-TEMPERATURE EXPERIMENTS 
Breaking load Breaking strain 
- . .  . . __ .. . .- .-.- ... 
Full modelb Reduced Full modelb Reduced 
~ model model 
:oefficient, Signifi- coeff i- :oefficient, jignifi- coeffi­
lb cance cient, percent cance cient, 
level, lb level, percent 
1 - ( Y  1 - f f  
~- ~.____ 
19.2500 -_--- 116. 5000 _----
-2.2625 0.999 6.3125 0.957 
1.0625 .999 11.4375 .998 
.1375 .492 -4.0625 .835 
.0000 .000 -2.9375 .698 
.4000 .924 .0625 .017 
-.1250 .454 -.5625 .161 
-.0625 .237 -2.9375 -698 
-2.1500 .994 -11.8125 .823 
0.951 0.946 0.772 
aStretch temperature, xA; set temperature, xB; set time, xc. 
bMost general polynomial representing design of experiment, eq. (1). 
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TABLE XV. - RESPONSES PREDICTED FROM REDUCED MODELS 
Dependent variablea 
3reaking s t r e s s  
(room temperature) 
3reak strain 
(room temperature) 
'roportional load 
strain (liquid 
nitrogen) 
'roportional load 
strain (liquid 
hydrogen) 
)roportional load 
s t r e s s  (liquid 
nitrogen 
'roportional load 
s t r e s s  (liquid 
hydrogen) 
lreaking strain 
(liquid nitrogen) 
lreaking strain 
(liquid hydrogen) 
lreaking s t r e s s  
(liquid nitrogen) 
lreaking s t r e s s  
(liquid hydrogen)
- ._ 
Stretch temperature, OC (K) Figure 
190 (463) 1 210 (483) 1 190 (463) 210 (483) 
15 120 15 120 15 120 15 
26.714 25. 571 29.750 28.607 19.107 22.143 
88.25 88.25 111.13 .11.13 100.88 .23.75 
1.7987 1.9397 1.7987 1.939i 1. 5589 1.5585 
2.1467 2.1467 2.0314 2.0314 2.1467 2.0314 

22.367 23. 596 20.980 22.209 16.509 17.896 

28.974 28.974 27.626 27.626 21.666 20.317 

11.7075 15.8700 5.9575 10.120c 10.3975 4.6475 

7.9625 7.9625 6.6450 6.645C 6.2400 4.922: 

50.114 51.726 46.489 48.100 39.611 43.237 

58.121 58.121 58.357 58.357 48.a21 42.500 

The quantities opposite stress are s t r e s ses  in kips/in. and the quantities opposite strain are percent strain. 
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TABLE XVI. - SUMMARY OF STATISTICAL ANALYSIS OF BIAXIAL BURST TEST DATA 
I 
Response and code Expon Response Coefficient, Mean-square 
Stress  at proportional 
limit, S
P' 
psi 
Sp - 30 000 
Y 1 =  
1000 
Total 
Proportional limit 
strain, EP' ercent 
y2 = E P  - 1.0  
Total 
cod1 Y bi error 
1 4.0 3. 50 98.00 
a 2.0 -1.875 28.125 
b 7.5 1.00 8.00 
ab 3. 5 .625 
C 6.0 -.75 
ac -2.0 -.375 
bc 4. 0 -.25 .50 
abc 3.0 1.125 
~-. 
28.0 153. 5 
- -
1 0.86 0.6025 2.90405 
a .35  .0400 .0128 
b .86 .1625 .21125 
ab .80 .0750 
C .25  .1150 
ac .30 . lo25 
bc .60  .0500 .02 
abc .80 .0375 
- .  -._ _  .--- -
4.82 3.3942 
C 1'2. 5 .125 
- - .. .- --_ 
Ultimate s t ress ,  1 12. 5 6.125 100.125 
a . 5  -5.125 !lo. 125 
% - 30 000 
b 
ab 
10. 5 
1. 5 
-.50 
.75  
2.00 
ac 1.0 .125 41."icl.50 28 
bc 9. 5 . 25  
1.0 0 0 
_ _ ~-_. -.. . ~c:-abc 49.0 117. 5Total 
.. 
Ultimate strain, 
E ~ ,percent 
I Total 
. - . .. 
1 -1.8 2.4625 48. 51125 
a 3.0 2.3125 42.78125 
b 1.0 1.6125 20.80125 
ab 7.5 1.0675 9.03125 
C 1.0 .0375 .01125 
ac 1.2 .5125 2.10125 "3.7 
bc . 4  .2125 .36125 
abc 7.4 .6375 3.25125. 
. - -
19.7 26.85 
-
aCoefficients of regression model in order of eq. (1). 

bSignificance at 0.90 level. 

'Pooled error .  
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TABLE XVII. - SUMMARY OF REGRESSION 
ANALYSIS OF DENSITY RESPONSE 
Source 
Stretch temperature, A 
Heat-set temperature, 
Heat-set time, C 
Interaction, A X B 
Interaction, A x C 
Interaction, B X C 
Interaction, A X B X C 
Curvature 
992.2 
B 7569.0 
aSignificant at 0.95 level. 
bPooled e r ror .  
NASA-Langley, 1968 -18 E-4063 
961.0 
81.0 
342.27b108
57.8 
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